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ZONE MAP 


Retail Prices are based upon above Zones, and must be 
strictly adhered to in making up orders. 

The destination of a shipment determines the Zone — 
classification and price. 


FREIGHT CHARGES AND 
SHIPPING QUANTITIES 


Less than 50 items: F. O. B. Shipping Point. 
Freight NOT Allowed. 


50 items to Carload:Freight allowed to customer’s 
freight station, regardless of point 
of origin of shipment. 

Basement Windows, Casement Windows, Casement 
Doors, Horizontally Pivoted Windows, Commercial Pro- 
jected Windows, Industrial Doors, Door Frames and Lin- 
tels may be combined for pricing and shipments. 


GENFIRE WAREHOUSES 


ZONE, “AY 
Baltimore Cincinnati Kansas City Norfolk 
Boston Cleveland Milwaukee Philadelphia 
Buffalo Detroit Minneapolis St. Louis 
Chicago Indianapolis New York Youngstown 
ZONE GB. 


Birmingham Jacksonville, Los Angeles, San Francisco 
Greensboro, New Orleans, Portland 


ZONE “C” 
Dallas Denver Salt Lake City 


Sate Sok cc Seale aren Ek Pen Maen PL Rena: 
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STEEL BASEMENT WINDOWS 


Genfire Steel Basement Windows always open and close 
easily, lock securely, never stick, leak or need repairs. They 
are permanent, durable and trim-looking in appearance. 


Head 


Double contact weathering; 
overhanging drip. 


Jamb 


Double contact weathering; 
protruding fin for anchor- 
age, inside and outside leg 
masonry guide. 


Rigid Corners 
Continuous outside frame; 
extremely rigid corners; 
windows won’t distort. 


CONSTRUCTION DETAILS 


Sill 


Protective overhanging 
drip; double contact. 


Hook Type 
Pinless Hinge 


Ventilator hooks on keeper 
welded on frame, ventilator 
easily removed. 


Cam Acting Latch 


Positive lock; foolproof and 
easy to operate. 
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STEEL CASEMENT WINDOWS 


Constant improvements in design and manufacture 
have resulted in low-priced Genfire Steel Casement Win- 
dows which are both beautiful and practical and well 
suited for Apartments and Residences. 


They open and close easily, never stick, warp or get out 
of line. Moreover they open outward, offering 100% 
ventilation without interfering with screens or drapes 
within. They are fireproof and permanent—but no more 
expensive than the ordinary wooden window. 


CONSTRUCTION DETAILS 
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STEEL CASEMENT WINDOWS 


CONSTRUCTION DETAILS 


ADJUSTABLE FRICTION STAy holds the casement open 
in any desired position, is entirely concealed inside 
the weathering at the top of casement when closed. 
Shipped unattached. 

VERTICAL MULLION. This simple mullion provides a 
neat panelled appearance inside. 


STEEL PusH Bar can be furnished with BT-114 unit 
(without Friction Stay and Cam Handles). 

Continuous HEAD Drip showing shape and proper 
position when attached. Its practical sturdy con- 
struction insures proper weathering and joins the 
units solidly together when assembled in combinations. 
TRANSOM Bar used when two or more units are com- 
bined one above the other, forming a drip over lower 
sash and providing rigidity in combination of units. 
CAM HANDLEs are shipped separately. Furnished in 
malleable iron for both right and left hand. Solid 


bronze handles of same design if desired at slight 
extra cost. 


FLEXO-STAY ADJUSTER, for use under screen, operates 
the casement from the inside without opening screen. 
Will hold sash open in any desired position. Standard 
friction stay at top is omitted when flexo-stays are 
used. Furnished bronze or black finish. 
CoNnTINUOUS SUB-SILL SECTION provides extra weather 
protection at the sill and unites combinations in solid 
mass, 


CORNERS OF FRAME are mitred and electrically welded 
with the welds inside concealed from view. 


CORNERS OF SASH welded same as frame. 


SPRING WiRE GLAzING C.IPs hold glass any thickness 
firmly in place. Provision made for bed and face 
putty. Outside glazing gives neat interior finish. 


JamMB ANGLE provides secure anchorage into masonry 


wall construction and makes wooden frame unnec- 
essary. 


CLEANING HINGES are supplied if desired. Bronze 
bushed heavy steel pins. 


STANDARD HeEAvy HINGES are spot-welded to frame 
and sash. Bronze bushed heavy steel pins. 


ANCHORED in any type of wall construction. 
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STEEL CASEMENT WINDOWS 


GLASS SIZES 
[ala] 
ALA 
a 


S 


ye ee 
Saar 
bare H ra 


GLASS+ SIZES: A=8'xll"® D=62 x, C=8% xi D=84x9S-E= 10x11 


pa 


m 


mm 


A= 8 ox di” 
—B= 834” x 1134” 
—C= 834" x 11” 
—D= 834” x 914” 
—F=10” x 11” 


For Curved Lights—Use template for Sizes. 


VERTICAL T MULLIONS: 


The introduction of Special Vertical T Mullions instead 
of Standard Channel Mullions is recommended at maxi- 
mum spacing of approximately 5’-0” for all combinations 
of 5 units wide and over having transoms. ‘To secure 
total opening width, add to any combination width, 4%” 
for each T Mullion introducted. Standard mullions are 
used for all other combination heights. 


ASSEMBLY AND ADJUSTMENT: 


Casement window units should be assembled into com- 
binations desired before shipment is made from warehouse. 
Ventilators should be adjusted after erection and before 
glazing is started. We maintain a service department 
in all principal centers. Consult our District Offices for 
prices on erection, assembling and adjusting. 
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PRESSED STEEL LINTELS 


Pressed Steel Lintels are adaptable for use in either 
solid masonry or veneer wall construction over ordinary 
window and door openings. Also well suited for fireplace 
arches. 


When used in solid masonry walls, two lintels are gen- 
erally set back-to-back. It is not necessary to bolt them 
together. They may be used to equal advantage with 
wooden walls by nailing them to the sheathing at any 
desired height. 


A FEW ADVANTAGES 


1. Economical because they are standardized in seven 
sizes meeting nearly all requirements. 


2. Speed building erection as they eliminate temporary 
wooden supports. 


3. Carried in your local Dealer’s stock they are delivered 
with your other masonry materials. 


4. Rigidness assured by the ribs which are placed at 
proper intervals to give maximum strength. 


5. Can be placed in the walls at the desired height, 
without interfering with the bonding of the masonry. 


6. The turned edges give a neat appearance and furnish 
a bed for the mortar and brick. 


7. Manufactured from rust-resisting steel, insuring per- 
manence. 


8. Dip coat of protective paint before shipment. 


9. Easy to handle and install in plain openings or in 
connection with wooden frames. 


a 
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HORIZONTALLY PIVOTED 
STEEL WINDOWS 


MATERIAL: 


All members used in the construction of Horizontally 
Pivoted Windows are rolled from specification steel. 


CONSTRUCTION: 


The outside section is of angle shape to allow 5%” 
anchorage at the masonry or mullion connection. The 
intersection of the horizontal and vertical member is a 
dovetail miter, rigidly interlocking the bars. Double con- 
tact weathering is provided on all four sides of ventilator. 


HARDWARE: 


Push bar is standard equipment for all ventilators 
accessible from floor and cam handle and chain for venti- 
lators not accessible from floor. Push bar hardware will 
be furnished unless otherwise specified. Spring latch and 
chain at top of vent furnished at slight additional cost. 


PAINTING: 


All windows are given one dip « coat of protective paint 
before leaving the factory. 
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HORIZONTALLY PIVOTED 


STEEL WINDOWS 


GLAZING: 

Horizontally pivoted windows are glazed from the in- 
side, each light being held in place by means of four wire 
glazing clips. Putty is applied in the usual way. Be 
sure and use Steel Window Putty as the ordinary putty 
will not harden satisfactorily on steel. Glazing clips, are 
supplied with windows but no glass or putty. 


WIDTH OF STANDARD WINDOW OPENINGS 


12” No. of | No. of | Arrangement | No. of 14” 
Glass Width! Lights | Sash |and No. of Lts.|Mullions| Glass Width 
Wide | Units in each unit [Required 

2 1 2 None | 2’- 558” 

3’- 2” 3 1 3 None | 3’- 8” 
4’- 23%" 4 1 4 None | 4’-1034” 
5’- 234” 5 1 5 None | 6’- 034” 
6'- 6” 6 2 2S) 1 7'- 6” 

, uw 2 v ” 
8’- 634 8 2 4,4 1 9’-1034 
9-10” 9 3 3.t5 55 2 (|11'- 4” 

10’- 714” | 10 2 de 1 |12’- 314” 
10’-1034” 10 3 3, 4, 3 2 |12’- 634%” 
11’-1034” 11 3 4, 3, 4 2 |13’- 834” 
11’-1034” 11 & 3, One 2 |13'- 83%” 
12’-1114" 12 3 4,4, 4 2 |14’-1134” 
2 12 4 St. SNS 3 15’- 2” 

13-1144" | 13 3 5, 3, 5 2 |16’- 134” 
13/-1114” 13 3 4, 5, 4 2 |16’- 114” 
15’- 234” 14 4 3, 4, 4, 3 3 /17’- 634” 
16’- 0%” 15 3 155 2 |18'- 634” 
16’- 6” 15 5 Sasa eay fy 4 |19’- 0” 

17’- 314” 16 4 4, 4, 4, 3 |19'-1114” 


(Add 2” to masonry opening dimension for each mullion). 


HEIGHTS OF STANDARD OPENINGS 


Be sure you combine heights for 12”x18” glass with widths for 
pea glass also heights for 14”20” glass with widths for 14”x20” 
glass. 


12”x18” Glass 147x20” Glass 
Height No. of Lights High Height 
1’-714"” 1 1’-914"” 
3-158" 2 3’-558" 
4-8 i 3 5-2 is 
6-254" 4 6 -109% 
rere, ; 8-654" 
23%, 10 3% 7 
10’-9%4 7 11-11 ly, 
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HORIZONTALLY PIVOTED 
STEEL WINDOWS 


GLASS SIZES 


14") 14") 14) 14") 14" 
20'| 20°| 20"| 20°| 20° 
14°) 13") 14°) 13") 14 
20°| 19°} 19°| 19°} 20° 
14°) 13°) 14 | 13°] 14" 
20'| 19°} 19°| 19°} 20" 
14) 14) 14) 14) 14 
20°| 20°| 20°| 20°| 20° 


Designated glass sizes occur only in stationary portion 
of window. All lights at top and bottom of ventilators 
must be 1” shorter and all lights at sides of ventilators 
must be 1” narrower than in stationary portion of win- 
dow. 


HARDWARE 
PUSH BAR: 


This is standard equipment for ventilators easily access- 
ible from the floor. The lower edge of bar is notched 
to engage edge of weathering member at bottom of venti- 
lator and hold it open to any desired angle. ‘The venti- 
lator is securely locked by folding push bar back against 
Sash and engaging in a cleat. 


MALLEABLE CAM HANDLE AND CHAIN: 


The cam handle is tapped to bracket at Sill of ventilator 
and securely held with a locking nut. A pull of the chain 
releases the cam handle and opens ventilator, which is 
held in any desired position by engaging chain in chain 
hook attached to window. ‘The chain passes through the 
roller bracket at head of ventilator. 


SPRING LATCH AND CHAIN: 


The spring latch is bolted to the sill angle bracket 
which is securely riveted to Sill of ventilator. The chain 
passes through the roller bracket at head of ventilator, 
a slight pull on the chain releases the latch and opens 
ventilator which is held in any desired position by engag- 
ing the chain to chain hook. Required in connection with 
inside screens. 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 


MATERIAL: 


All members used in the construction of Commercial 
Projected Windows are rolled from Specification Steel. 


CONSTRUCTION: 


The outside section is of angle shape to allow 5%” 
anchorage at the masonry or mullion connection. The 
intersection of the horizontal and vertical member is a 
- dovetail miter rigidly interlocking the bars. Double con- 
tact weathering is provided on all four sides of ventilator. 


HARDWARE: 


Malleable cam handle is standard equipment for all 
ventilators Opening Out, which are accessible from floor. 
Malleable lever latch is furnished for all Open In venti- 
lators. Ventilators Opening Out and not accessible from 
floor are equipped with malleable cam handle and pole 
hook ring. Automatic chain operated spring latch with 
roller bracket will be furnished at slight additional cost. 


PAINTING: 


All windows are given one dip coat of protective paint 
before leaving factory. 


a a ee ee eee 
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STEEL DOORS AND FRAMES 
STOCK TYPES 


CONSTRUCTION DETAILS 


1, AsTRAGAL used at meeting rail. 

2. OrFrFsET Hince—Reversible for in-swinging or out- 
swinging doors. 

3. Lever Latcu & Papiock (Set B.) 
MortTIsE: CYLINDER Lock (Set A.) 

4. INTERNAL REINFORCING of Corners. 

5. Mowntin. Glazing angles hold glass in place. 

6. Hook Back & Rinc to hold doors open. 
Lock Bott & Socker for inside locking. 

7. PRESSED STEEL Door FRAME anchored in wall con- 
struction. 

8. SEcTion THRouGH Raix of door at jamb. 


9. ASSEMBLING OF Door FRAME and Adjustable Tee 
Anchor. 


10. CHAIN Bott used at top of doors. 


OE ah AD SASS he ae LE PR Cee cL AS Ye. Sa 
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STEEL DOORS AND FRAMES 
STOCK TYPES 


PAA SOND LOPENING ~ DIMENSIONS ~ SAVOWN-ABOVE* 


oa SETI? Pe 


REINFORCED FOR Ye 
AYACES 


GSR CE TOP BRICK 
Jamb Details—Head Similar 


Single Swing Double Swing 


Single Slide Double Slide 
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ZONE “A” 
PRICES ~~ 


NORTHEASTERN 
STATES 


ZONE MAP 
ON PAGE 4 


SHIPPING INSTRUCTIONS 


Prices include freight from factory to our warehouses. 
Add for local freight, express or cartage on all re-ship- 
‘ments from warehouses, except on quantities sufficient to 
take freight allowed basis. See page 4. 
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STEEL BASEMENT WINDOWS 


Ly | 
= eee 


2-94" 
2.95 


5.9 
20 


(Concrete Block Size) 


Basement Windows are made in four sizes as shown 
above and are built up around standard glass sizes. No 
cutting of glass is necessary. 


All windows are viewed from the outside. 

Window dimensions cannot be varied and the arrange- 
ment of lights must be as shown above. 

Ventilators are hinged at the top to swing in at the 
bottom. Hinges are pinless, hook type so arranged that 
sash may be easily removed from the inside for cleaning. 
The ventilator is shipped in the frame with hardware 
attached. 

Basement Windows are glazed on the inside. 

No glass or putty included. For best results glaze win-_ 
dows with steel window putty. 

One dip coat of standard shop paint is applied at the 
factory. | 


Pe oe eee SR nS: See gee te ee ee Senet OE Pa es a 
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STEEL CASEMENT WINDOWS 
ZONE “A” | 


Prices given for Casement Windows cover all necessary 

units to form combinations as illustrated including all 
standard horizontal and vertical mullions, standard adjust- 
able friction stays, malleable cam handles, bolts, wall 
anchors and glazing clips necessary to complete the com- 
binations. 

To price combinations other than shown, use unit price 
of any individual unit and multiply same by the number 
required for the combination and add for each accessory 
(except for standard vertical or horizontal mullions) 
as given on page 74. 

Muntin bars may be omitted in windows shipped from 
factory without extra charge when specified on the order. 
It is not practical to omit muntin bars from units which 
are carried in stock by our warehouses or by dealers. All 
such units should be ordered from Youngstown. 

Add extra for all special features required for Casement 
Windows as shown under Accessories, Hardware and 
Extras. 

See page 6 for details of construction. 


ONE LIGHT WIDE UNITS 


Adjustable friction stays cannot be fur- 
nished with one light wide units. 


Type CX 

Price $8.75 Type DX 
Area 3.5 Price $9.55 
Wt. 18 Area 4.5 
Wt. 22 

SEMI-CIRCULAR HEADS 
Re: Standard Semi-Circu- <© 
51 lar heads are made to > 
+ Ye match standard two — 


and four light wide 


Type SC-1 units only. Special S22%%4 

Price $5.70 curved or cambered Type SC-2 
Area 2 head units of other Ere $10.75 
met. ® dimensions or radii wt ts 


must be priced by 
Home Office and will be furnished only in connection with 
large orders of standard casement units and additional 
time must be allowed for their manufacture. 
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STEEL CASEMENT WINDOWS 


Ze) file Ps 


VERTICAL ¢ HORIZONTAL MULLIOA S INCLUDED IN ALL COMBINATIONS 


HEIGHT | 1 OAIT 


AI 
O) 
1.00 


3-2% 4-10% 
2 UAITS 2 UNITS 
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9.70 | 15.45 21.20 


6 | 16 | 16 
5) | 62: 1273 


WEIGHTS SHOWA ARE NET 
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STEEL CASEMENT WINDOWS 


ZO mae 


VERTICAL ¢ HORIZONTAL MULLIOAD INCLUDED IM ALL COMDIAATIONS 
. ' 
4-10%" 


6-5 "2" 
S-UNITS 4-UNIT.S 
| A4 TYPE 
: (tno o- 11°46 
| 4.00 PRICE 
| 6 AREA 
26 WEIGHT 


15 “ 
3-11 46 


PRICE 
_| AREA 
WEIGHT 


TYPE 


3-11 '%er 


PRICE 
AREA 
WEIGHT 
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STEEL CASEMENT WINDOWS 


IOTH] 1-735 
EIGAT| | OMIT 


AE3II0 
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STEEL CASEMENT WINDOWS 


aise’ 


VERTICAL € HORIZONTAL MULLIONS INCLUDED IN ALL COMBINATIONS 


4-10% 6. 5% 
3 UNITS 4 UAITS 


BD42428 


47.90 
39.5 
155 


| BE424210 


27.80 
45.5 
129 
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DOUBLE STEEL CASEMENTS 
(Without Mullion) 


ZONE “A” 


| 5-44 "Se HEIGHT —__—| 


| —3..2%4'wiptH — 
PRICE $33.00 
AREA 13 
Weight 34 


Double Casement Units (without Vertical Mullions) 
are designed for use in connection with Standard Case- 
ment Units for installations requiring maximum unob- 
structed opening, such as exits to fire escapes. Standard 
hardware consists of bronze handles and rust-proof steel 
cremone bolt. Glass size 8”x11”. 


Only the above size Double Casement will be furnished. 


Double Casements are made up on order only by 
Youngstown factory. Minimum Shipping Date, 4 weeks. 
See Drafting Room Standards for details. 
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STEEL CASEMENT WINDOW 
HARDWARE 


ZONE “A” 


Casement Window prices include the furnishing of 
standard adjustable friction stays and malleable cam han- 
dles for all units. Also malleable stay bars for hinged 
transom units when specified. 

Cleaning hinges will be furnished without additional 
charge when specifically called for. 


HARDWARE PRICES 
(When Purchased Separately) 


Malleable Cam Handlen................ssceeceeceees List each—$ .50 


PREQUSO AS A: FRANCO 2 esas enc encoecneardaetsee List each— 1.75 

Adjustable Friction Stay...........-..--s---csescsee List each— 1.75 

mrnreaple Plexostay 20. 25.0 seeteeecace List each— 3.25 

esrocize TY lexostay. (cat) oe ec 8 a List each— 5.25 

Malleable Stay Bar for Transom................ List each— .50 
EXTRAS 


These amounts must be added to Casement Window 
prices when the following items are required. Do not 
deduct for standard hardware. 


HARDWARE: 
Bronze Cam Handle (instead of Malleable). 
List each—$1.25 
Malleable Flexo-stay— 
(Adjustable friction stay omitted)....List each— 1.50 
Bronze Flexo-stay— 
(Adjustable friction stay omitted) —....List each— 3.50 


JAMB ANGLES, HEAD AND SUB-SILL 
MEMBERS: 
Complete Set for any Casement Combination 
Add to price of combination................ List. 2 10% 
Add to weight of combination... 20% 


When figured in large quantities or as separate items 
price same from list on page 74. 


COPPER WEATHERSTRIP—STD. SECTION: 
Material only, list per lin. fte.....csssscsccsoeseceeeesoeeoe! . 08 


, 
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STEEL CASEMENT WINDOW 


ACCESSORIES 
ZONE “A” 
Items Length Price | Weight 
JAMB ANGLES: 
1 light high —2WWWWWW.W.each| _10-15/16” .20 1 
2 lights high  -..-_._...each/ 2’ 1- 1/16” 25 1.5 
Sugute high’ 2 ee each’ 3’ 0- 35 2.5 
4 lights high —. 2. each| 3/11-11/16” 45 3.5 
§ lights high —...-..... each| 4’-11” 255 4.0 
Jamb Angles prices separately. 
2 required per opening. 
SUB-SILL: 
Li light wide: 2 each| 1’-1-1/16” 15 1 
2 lights wide —— _...each| 1’-734” .20 1.5 
4 lights wide — WWW... each| 3’-234” 30 3 
6 lights wide -... each| 4’-1014” 40 5 
Sslights wide ——.- each| 6’-5%4”_ | 45 7 
Sub-Sill members are continuous,|@tsue) us 
HORIZONTAL MULLION OR..-: 
HEAD DRIP 
1 light te Be ee ae each 1’-1-1/16” 20 1.5 
2 Nliphts“wide*t.22.22o each! 1’-734” 25 2 
4 lights wide —..W.___each| 3-234” 45 4 
6 lights wide eeeeseoe.s. each| 4’-1034” -65 6 
8 lights wide —_.___.__each| 6’-54” +85 8 
Horizontal Mullions are required 
to separate units which are 
placed one above the other. Head 
Drips and Horizontal Mullions 
are identical and provide weath- 
ering in either capacity. 
STANDARD VERTICAL 
MULLION: 
1 light high —...........each| -10-15/16”| +15 5 
Qilighteshigh Jos ees Boe each| 2’-1-1/16” “20 1.0 
® Vehta high (eu oe weak each| 3-034” “a9 1.5 
4 lights high 0... each| 3’-11-11/167| +30 2.0 
5 lights high —.._.............each| 4’-11” 35 2.5 
SPECIAL VERTICAL 
T MULLION: ‘ 
TAC—3 light high & 1 light transom| 4’-2-1/16” -80 5 
TAD—4 light high & 1 Jight transom] 5’-134” 1.00 6 
TAE—5 light high & 1 light transom| 6’-0-11/16" | 1.20 7 
TBC—3 light high & 2 light transom| 5’-4-3/16” 1.05 6 
TBD—4 light high & 2 light transom| 6’-314” 1.25 1 
TBE—5 light high & 2 light transom | 7’-2-13/16” | 1.40 8.5 
TCD—4 light high & 3 light transom| 7’-2-13/16” | 1.40 8.5 
TCE—5 light high & 3 light transom| 8’-2}4” 1.60 9.5 
Special Vertical T Mullions are 
required for all units having 
transoms when the width of 
Sparing exceeds 5 units wide. 


1%” to opening width for 
each T Mullion introduced. 
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STEEL CASEMENT DOORS 
ZONE “A” 


69%! HEIGHT ———___-| 


a 


nd 


uu 


ty 
HAA 


| _ 31934 wit 


PRICE $80.00 
AREA 22 
WEIGHT 130 


Casement Doors are made from the same sections, and 
of the same glass size as standard casement windows. 
This permits the use of casement windows in conjunction 
with casement doors as side lights and as rectangular or 
curved head transoms. Casement doors are appropriate 
for use as connecting doors for interior use or for exterior 
openings when locking from the interior only is desired. 
Keyed locks cannot be provided. Standard hardware con- 
sists of bronze handles and rust-proof steel cremone bolt. 
Only the above size casement door will be furnished. 
Casement Doors are stocked by Youngstown Warehouse 
only. Glass size 8”x11”. 

Standard 4 light wide Casement Head Drip may be 
used over Casement Doors. Add ¥%” to door height and. 
price from page 74. 


See Drafting Room Standards for details. 
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PRESSED STEEL LINTELS 
Stock Sizes 


ZONE “A” 


Length Price : Weight 
2'6" $ .65 7.0 Ibs. 
3'0” 80 8.3 Ibs. 
3'6" 90 9.7 Ibs. 
4'0” 1.05 ~ 11.0 Ibs. 
4'6" 1.15 12.0 Ibs. 
5'0” 1.25 13.7 lbs. 
5'6” 1.40 15.0 lbs. 
NOTES 


Pressed Steel Lintels are suitable for masonry openings 
up to 4’-10” wide except where concentrated loads occur 
directly over the opening. 


Above prices are for single lintels. 


Lintels receive one dip coat of black paint at factory. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 


ZONE “A” 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


Ventilators are horizontally pivoted 2” above center. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and Putty are not included in window prices. 
For best results use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allow- 
ance for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Spring Latch 


AG HAT OIStic ET VOTES ccc ce eco ct ca oven cesancaeeseeaeiecarenten cones $1.25 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by weight 
factor shown on charts. 


SHIPMENTS: 


“Indicate types normally carried in stock by our ware- 
houses and by Dealers. All other types are shipped from 
Youngstown. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
12’'x18”” GLASS SIZE 12’’x18” 


4-236 
4-LIGHTS 


: 30D" 
52 LIGATS 


2 
*32 (32160 
EA 
5.40 | 7.00 
10110 


*33  |#33161 


20 
*35  |*35161 


i 


9.60 
25 


6.30 

25 

36 | 3616! 
730 


Fa | Lge 
mm (WEIGHT 
a FACTOR 


2 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
12x18” GLASS SIZE 12x18” 


6-3% |W oe 


6-LTS|REIGHT 


4-24, 5-244 
| 4- LIGHTS — LIGATS 


46181 | 462814 


ae 


12.60 Boe 
p39 


Cee ate # IADICATE S DEALER 
AND WAREAOUSE 
STOCK TYPES. 


STANDARD TYPES. 


Genfire Retail Price List 


HORIZONTALLY 
PIVOTED STEEL WINDOWS 
14x20” GLASS SIZE 14x20” 


4- 104° 


WIDTH | 2-59, 3-8" 
HEIGHT |2-LTS 3-LIGATS 4-LIGHATS 
*32 |*32160 * 42 
: HA | 
360 | 735 | 
13 {3 
ale 
6.95 . 8.25 
13 19 


38 38 
VERTICAL MULLIOAS 
|NO.LTS HIGH] PRICE | AREA | 
: | 1.05 | 6 | 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
14x20” GLASS SIZE 14x20” 


4-104 
4-LIGATS 
#42180 


EA 


6-0% 7-3%g |WIOTH| 
5-LIGATS 6-LT-S |HEIGHT 


62180 | TYPE 


8.45 


B17 
*43181 


MINDICATES DEALER 
AND WAREHOUSE 
STOCK TYPES. 

pee eee GLASS SIZE 


472814 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 


ZONE “A” 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


All 4 and 6 light ventilators Project Out and all 2 and 3 
light ventilators Project In. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and putty are not included in window prices. 
For best results, use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allowance 
for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Automatic 


Spring Latch and Chain. List per Venteocccccsecscsoeooss-.-. $2.50 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by 
weight factor shown on charts. 


SHIPMENTS: 


*Indicates types normally carried in stock by our ware- 
houses and by dealers. All other types are shipped from 
Youngstown. 


Note Especially: Use same dimensions for multiple unit 
openings and mullion spacing as given on page 11 for 
Horizontally Pivoted Windows. 

Nominal Glass sizes are same as shown on page 12. 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 
poe oe SIZE 12x18” 


oe 4-24 5-2%. 
MEIGAT|2-LT. Bees ALTS | S5-LIGATS 


"se pea 52160 [ LHOICATES 


DEALER AND 


WAREHOUSE 
10.75 
16 


STOCK TYPES 


DIMEASIONS, 
GLASS SIZE AND 
ARRANGEMENT 


5316] JOT BE VARIED 
916 IM ANY RESPECT] 


oul a 
* 


IM STAADARD 

TYPES 

ae INDICATES 
VETS 

OPEMING OUT 

INDICATES 


17.40} 12.00} 17.80 | 13.60) 19.60 
0 | 26 | 2 32 | 32 


29 
TE PTICAL “a TLIOAS 
= 2 8 oer | 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 
14”x20” GLASS SIZE 14720" 7 
ya SB" 47-10%" 6-0%" [WIDTH] 
S-LIGHTS | 4 LIGHTS | 5-LIGHTS HEIGHT) 
S5Z2160RINDICATES | 
ad 


DEALER AND 


WAREHOUSE |g 
STOCK TyPES| 3-5 % 


DIMENSIONS, 

GLASS SIZE AND 
ARRANGEMENT 
11.40 lor tichts on | 


ERAGE 
EZE0E 


INDICATES | 
VENTS 
OPENING 18 | 


19.45 | 14.10 |20.15 
42 


20.50 | 15.50 | 21.50 | 17.90/26. 
50 0 | 62 
VERTICAL MOLLIOAS 
|NO LTS HIGH| PRICE 


572614 


: 


24.00 


oe we 
acer ee 
Sea 
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STEEL DOORS AND FRAMES 
STOCK TYPES 


ZONE “A” 


All Doors are viewed from the outside. 


Door dimensions, glass sizes and arrangement of lights 
and plate panels must not be varied from types shown. 

GLazinc ANGLES: Door lights are designed for INSIDE 
glazing with standard glazing angles. 

HarpwareE: Swing Door prices include Set A (lever 
latch) or Set B (cylinder lock) hardware. 

Slide Door prices include Set C (hasp and staple with 
track, hangers and trolleys—padlock can be used but not 
included.) Orders must state clearly the Handing and 
Swinging desired and should be marked Right or Left 
hand to Swing In or Out for Swing Doors and the direc- 
tion of Slide for Slide Doors, all as viewed from outside. 

PaInT: One dip coat of standard shop paint applied at 
factory. 

SHIPMENTS: *Indicates types normally carried in stock 
by our Warehouses and by Dealers. Types 38 and 68 are 
shipped from Youngstown only. 

Frames: Add for pressed steel door frames when re- 
quired, according to prices given on pages 86 and 87. 


See Drafting Room Standards for details. 
BLANK DOOR LEAVES 


(When Purchased Separately—without hardware, or pre- 
paration for same). 


No. Door Size Price Wt. 
ee 
it | 3’-0” x 7'-0' | $19.25 110 
38 3'- 234” x 7'-9" 20.95 120 
48 3’-1034" x 7-9" 23.90 | 137 
e510 4'-1034" x 9'9” 35.00 200 
ASTRAGALS 
(When Purchased Separately) 

Price Wt. 
SNe ____ een ne ae 
Astragal for 7’-0” Door $2.00 16 
Astragal for 7'-9” Door 2.25 18 
Astragal for 9’-9” Door 715 22 


et aS i i EOS DZ aS a i ER 
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STEEL DOORS—STOCK TYPES 
(Single Swing) 


ZONE A 


TYPE 


RICE |27.00 | 38,6 
manage | | 
poe ae 

WEIGHT] 78 | 78 
exe |e 

WEIGHT 54 


488 |48C | 


VSRYPE Xk |48 B 48¢ 
PRICE |31.65143,30 
WEIGHT 145 | 146 

PRICE |13.50|13.50 

FRAME C WEIGHT 88 | 88 


PRICE. 45.50| |... PRICE 5820 
SLIDE lweigut | fae} fs mee es 
# INDICATES DEALERS AND WAREHOUSE STOCK TYPES -— TYPE 38 AND 68 


SHIPPED FROM YOUNGSTOWN. 
‘AARD WARE * INDICATES LEVER LATCA aes 
5 


INCLUDED CYLINDER LOCK 
IN.DOOR PRICE J C HASP ¢ STAPLE WITA TRACK, HANGERS _4 TROLLEYS. 
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STEEL DOORS—STOCK TYPES 
(Double Swing) 


PRICE 
WEIGHT 


PRICE PRICE 
WEIGHT, 
PRICE 


WEIGHT, 


=) a a | 
Bl {| 


TYPE 


TYPE l0l0A 


PRICE|70.70|76.50| PRICE (96,50 111345 
pane Pe "a0 650| | bwin 36 | a88 | 
FRAME RICE 1540 15.40 Cox FRAME RICE 18.15 [18.15 

IGHKT|; 99 | 99 WEIGHT) 18 | 118 


PRICE 31.15 — PRICE 136,05 
rc 
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STANDARD HARDWARE FOR 
STEEL DOORS—STOCK TYPES 


(When Purchased Separately) 


ZONE “A” 


3 


Lever Latch Cylinder Lock Hasp and Staple 

Used in Set “A” Used in Set “B’’ Used in Set “C” 

GVCV0oCe_e_e_eo_aua—a——woao*O3*0O+oOonMnM$9p@pomENmM9DNM9SMSSS 
Set Price Wt 
372A 38-A, 48-Ad nn ee es $ 7.75 8 
37-B, 38-B, 48-B........0 2... 19.40 9 
37 Cee Che eee ae roe ae 21.55 44 
S8=Oss48-C oe a te aes 21.60 50 
DLO MAR Ce ee eae etre ewes 9.35 9 
ij WATS 5 Rear SRR cic MS i Sen, deca ta 26.70 10 
IONE kets MD aA ges ap MaMa cain SN ee 23.20 55 
G72 As 68-AreO8=An en 20.75 13 
67-B268-Dy 588" Beitectten eek ee 26.55 14 
SA Gi tan See ese MELD i ek a th a 40.55 84 
6820, (BSH C weer ee to ee ae 40.60 96 
WED BBS, We alae Rag ce! rene Om BU nr ech 98. oe Zod 5 16 
PO LORS carpet reer ed ee eee 40.70 17 
POU0S@ ete tee ere pe en 43.30 106 


The number indicates type of door the hardware is to be applied 
on, i. e.: 37-C Set is hardware required for 37-C door. 


HARDWARE SETS 


Include screws, bolts and nuts for attaching. Hard- 
ware Sets “A” have wrought steel lever latch (padlock 
can be used but not included). Sets “B” have mortise 
cylinder lock with 3 keys. Sets “C” for slide doors have 
hasp and staple with track, hangers and trolleys (pad- 
lock can be used but not included). 
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ZONE “B” 
PRICES 


SOUTHEASTERN AND 
PACIFIC COAST 
*. STATES 


ZONE MAP 
ON PAGE 4 


SHIPPING INSTRUCTIONS 


_ Prices include freight from factory to our warehouses. 
Add for local freight, express or cartage on all re-ship- 
ments from warehouses, except on quantities sufficient to 
take freight allowed basis. See page 4. 
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STEEL BASEMENT WINDOWS 


ZLOME DS, 


10x12" 


12x 18" 


10x20" 


(Concrete Block Size) 
F 


Basement Windows are made in four sizes as shorn 
above and are built up around standard glass sizes. Ne 
cutting of glass is necessary. 


All windows are viewed from the outside. 

Window dimensions cannot be varied and the arrange- 
ment of lights must be as shown above. 

Ventilators are hinged at the top to swing in at the 
bottom. Hinges are pinless, hook type so arranged that 
sash may be easily removed from the inside for cleaning. 
The ventilator is shipped in the frame with hardware 
attached. 

Basement Windows are glazed on the inside. 

No glass or putty included. For best results glaze win- 
dows with steel window putty. | 

One dip coat of standard shop paint is applied at the 
factory. 


Ney Pie enim tae BS WMA aa ce 
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STEEL CASEMENT WINDOWS 
ZONE “B” 


Prices given for Casement Windows cover all necessary 
units to form combinations as illustrated including all 


_ standard horizontal and vertical mullions, standard adjust- 
able friction stays, malleable cam handles, bolts, wall 
_ anchors and glazing clips necessary to complete the com- 
_ binations. 


To price combinations other than shown, use unit price 
of any individual unit and multiply same by the number 


required for the combination and add for each accessory 
(except for standard vertical or horizontal mullions) 


as given on page 74. 
Muntin bars may be omitted in windows shipped from 


_ factory without extra charge when specified on the order. 


It is not practical to omit muntin bars from units which 


are carried in stock by our warehouses or by dealers. All 
such units should be ordered from Youngstown. 


Add extra for all special features required for Casement 
Windows as shown under Accessories, Hardware and 
Extras. 

See page 6 for details of construction. 


ONE LIGHT WIDE UNITS 


Adjustable friction stays cannot be fur- 
nished with one light wide units. 


Type CX 

Price $9.10 Type DX 
Area 3.5 Price $9.95 
Wt. 18 Area 4.5 


Wt. 22 
SEMI-CIRCULAR HEADS 


Standard Semi-Circu- © 
lar heads are made to ~ 
match standard two @— 


and four light wide L_si224" | 
Type SC-1 Units only. Special 


ra 


Price $5.80 curved or cambered Type SC-2 
Area 2 head units of other Price $11.00 
Wt. 6 ; - He Area 6 

dimensions or radii Wt. 16 


must be priced by 

| Home Office and will be furnished only in connection with 
large orders of standard casement units and additional 
time must be allowed for their manufacture. 

i 


| AUGUST 1927 Page 43 


Genfire Retail Price List 


STEEL CASEMENT 


ae Onhte 


VERTICAL ¢ HORIZONTAL MULLIOAS INCLUDED IA ALL COMBINATIONS 


WINDOWS 


¢¢ ee 


WIDTA | 1-74 3-2% 4-10% 
HEIGAT|] ONIT | 2 OAITS rete Ne Wl gS) 
A2 AZ 
C10 COW 
2.10 3.15 
3.0 45 
13 19 
B2 | B2I4 | B224| Bs Pupard mea 
SCTE 
EEE | EES | EE | EES | 
5.20 | 1095 | 16.65 7.80 13.55 19.25 
7 7 10.5 10.5 10.5 
19 27 | 35 29 37 45 
c2 |c2ie | ¢226| ¢3 c316 | ¢326 
6.65 | 12.50118.30} 10.00 | 15.80 | 21.65 
10 10 10 15 15 15 
23 | 37 | 47 42 52 6! 
Ac2 |Ac2Ie|AC226| AC3 | ACZIE 
annn f | 
Fl | FEE] ts) GH | GER 
i 
8.75 | 14.55 | 20.40 13.10 18.95 
13 13 13 19.5 19.5 
44 | 54 
D2 | D218 | 0228 
8.00 | 14.00 
13 | 13 
34 | 45 
Ap2 |Ap218 | AD228 
10.10 | 16.05 | 22.05 | 15.15 | 21.10 | 27.10 
16 16 16 24 24 24 
5! Socitnzs 7 88 99 


WEIGATS SHOWA ARE AET 
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STEEL CASEMENT WINDOWS 


ZO tT ps 


MERTICAL ¢ HORIZONTAL MOULLIONS INCLUDED IM ALL COMDIAATIONS 


TYPE 
O- 11746 
PRICE 
AREA 
WEIGHT 


WEIGHTS SHOWA ARE AET 
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STEEL CASEMENT WINDOWS 


Oa 


VERTICAL § HORIZONTAL MULLIONS INCLUDED IN ALL COMBINATIONS 


1-733 3-25, 4-10" 
HEIGHT|IUMIT | 2 UAITS 3 UAITS 


AE3ZIIO | AE3210 


et 


2320 |! 2940 
28.5 28.5 
99 112 


I) 
56 
BD314-18 |BD32428 | 
20 


BDI /BDII418) BD2 |BD21418 
6.60| 18.30 | 13. : 
10 20 
27 | 46 | 57 
63 | 84 
WEIGATS SHOWN ARE NET 
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STEEL CASEMENT WINDOWS 


OARS 


VERTICAL § HORIZONTAL MULLIONS INCLUDED IN ALL COMBINATIONS 
4-104 6255) 
3 UAITS 4 VAITS 


TALI 
PELL A 
«nas GEE 
NPN 
ENZE ENE 


43.25 
32° 
134 


BC44446 


HEY 
a 
”~a 
46.80 
33.0 
139 


AE4210 


PT TYAN TT 
BEPGONEE 
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DOUBLE STEEL CASEMENTS 
(Without Mullion) 


ZONE “B” 


| Se eign ——_—_ 


|__ 5. 234" wipt# —— 
PRICE $36.00 


AREA 13 
Weight 34 


Double Casement Units (without Vertical Mullions) 
are designed for use in connection with Standard Case- 
ment Units for installations requiring maximum uwunob- — 
structed opening, such as exits to fire escapes. Standard 
hardware consists of bronze handles and rust-proof steel — 
cremone bolt. Glass size 8”x11”. 


Only the above size Double Casement will be furnished. 


Double Casements are made up on order only by 
Youngstown factory. Minimum Shipping Date, 4 weeks. — 
See Drafting Room Standards for details. 
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STEEL CASEMENT WINDOW 
HARDWARE 


ZONE “B” 


Casement Window pricés include the furnishing of 
standard adjustable friction stays and malleable cam han- 
dles for all units. Also malleable stay bars for hinged 
transom units when specified. 

Cleaning hinges will be furnished without additional 
charge when specifically called for. 


HARDWARE PRICES 
(When Purchased Separately) 


Malleable Cam Handle..u..............-sccocseseeees List each—$ .50 

BronzeCam Handle wii. cb occa naseee List each— 1.75 

Adjustable Friction Stay.......--..-..-.--.----ceese. List each— 1.75 

Malleable Flexostay ...............--.-.—--ccecccecseeses List each— 3.25 

Bronze) Flexostay, 2.2 anes cree List each— 5.25 

Malleable Stay Bar for Transom............... List each— .50 
EXTRAS 


These amounts must be added to Casement Window 
prices when the following items are required. Do not 
deduct for standard hardware. 


HARDWARE: 
Bronze Cam Handle (instead of Malleable). 
List each—$1.25 
Malleable Flexo-stay— 
(Adjustable friction stay omitted)....List each— 1.50 
Bronze Flexo-stay— 
(Adjustable friction stay omitted) -—....List each— 3.50 


JAMB ANGLES, HEAD AND SUB-SILL 
MEMBERS: 
Complete Set for any Casement Combination 
Add to price of combination...............-List ..........-. 10% 
Add to weight of combination.................:cccss--0-- 20% 


When figured in large quantities or as separate items 
price same from list on page 74. 


COPPER WEATHERSTRIP—STD. SECTION: 
Material OULY Mist rere tiie s the Mie csc el erat iat .08 
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STEEL CASEMENT WINDOW 


ACCESSORIES 
ZONE “B” 
Items Length Price | Weight 
JAMB ANGLES: 
Llight (highs) coo ee each} 10-15/16” | 21 1 
2 lights high —.W..-_.each| 2’ 1- 1/16” | .27 1.5 
3 lights high — WH WW....__each! 3’ 0-%” 39 2.5 
4 lights high — 22... each! 3’11-11/16” | .50 3.5 
5 lights high 22. each’ 4’-11” -61 4.0 
Jamb Angles prices separately. 
2 required per opening. 
SUB-SILL: 
V light: wide Job. oa each| 1’-1-1/16” 1S 1 
2 lights wide — each| 1’-7}4” 23 1.5 
4. lightsiwide 22.2 ee each| 3’-234” 34 3 
6) lights iwidewe fat ee each, 4’-1034” 45 5 
8 lights wide — WW... each| 6-544” 52 rg 
Sub-Sill members are continuous. 
HORIZONTAL MULLION OR 
HEAD DRIP: 
1 light wide ——.-W......each| 1’-1-1/16” a2 1.5 | 
2) lights wide® 23. Se ees each} 1’-734” 227 2 
4 lights wide —.——.......each| 3’-234” 50 4 
6 lights wide —............ each| 4’-1014” 74 6 | 
$ lights wide ———~ —....each| 6’-514” .97 8 | 
Herizontal Mullions are required| . 
to separate units which are 
placed one above the other. Head 
Drips and Horixontal Mullions 
are identical and previde weath- 
ering in either capacity. 
STANDARD VERTICAL 
MULLION: 
Pv dights) bight poo. sete ec each| -10-15/16”| .16 5 
2 lights jhighy = es each! 2’-1-1/16” 22 1.0 
SB MSDs Ig ee, each) 3’-0}4” aT 1.5 
4 lights high.) 222 oS each| 3’-11-11/16” | .34 2.0 
Sulights; high? sce each| 4’-11% 39 2.5 
SPECIAL VERTICAL 
T MULLION: 
TAC—3 light high & 1 light transom} 4’-2-1/16” 95 5 
TAD—4 light high & 1 light transom| 5’-134” 1.15 6 
TAE—S light high & 1 light transom; 6’-0-11/16" | 1.35 v/ 
TBC—3 light high & 2 light transom | 5’-4-3/16” 1.20 6 
TBD—4 light high & 2 light transom| 6’-3%” 1.41 7 
TBE—5 light high & 2 light transom | 7’-2-13/16” 1.60 8.5 
TCD—4 light high & 3 light transom | 7’-2-13/16” | 1.60 8.5 
TCE—5 light high & 3 light transom| 8’-2%” 1.85 9.5 


Special Vertical T Mullions are 
required for all units having 
transoms when the width of 
opening exceeds 5 units wide. 
Add ¥%” to opening width for 
each T Mullion introduced. 
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STEEL CASEMENT DOORS 
ZONE “B” 


iy 


bei 
ve 


| 3-234 wioreH ——1 


29 HEIGHT 


PRICE $83.00 
AREA 22 
WEIGHT 130 


Casement Doors are made from the same sections, and 
of the same glass size as standard casement windows. 
This permits the use of casement windows in conjunction 

_ with casement doors as side lights and as rectangular or 
curved head transoms. Casement doors are appropriate 
_ for use as connecting doors for interior use or for exterior 
~ openings when locking from the interior only is desired, 
Keyed locks cannot be provided. Standard hardware con- 
sists of bronze handles and rust-proof steel cremone bolt. 
- Only the above size casement door will be furnished. 
- Casement Doors are stocked by Youngstown Warehouse 
only. Glass size 8”x11”. 
s Standard 4 light wide Casement Head Drip may be 
used over Casement Doors. Add 4%" to door height and 
price from page 74. 


: See Drafting Room Standards for details. 
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PRESSED STEEL LINTELS 
Stock Sizes 


ZONE “B” 


Length Price Weight 
26 $ .70 7.0 lbs. 
3’0” 85 8.3 Ibs. 
36” 1.00 9.7 Ibs. 
4’0” 1.15 11.0 Ibs. 
4'6” 1.25 12.0 Ibs. 
5’0” 135 13.7 Ibs. 
5'6” 1.50 15.0 lbs. 
NOTES 


Pressed Steel Lintels are suitable for masonry openings 
up to 4’-10" wide except where concentrated loads occur 
directly over the opening. 


Above prices are for single lintels. 


Lintels receive one dip coat of black paint at factory. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 


ZONE “B” 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


Ventilators are horizontally pivoted 2” above center. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and Putty are not included in window prices. 
For best results use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allow- 
ance for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Spring Latch 


PMGme Nain cst Per Vent 6s nace. ele an eree ees $1.25 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by weight 
factor shown on charts. 


SHIPMENTS: 


“Indicate types normally carried in stock by our ware- 
_ houses and by Dealers. All other types are shipped from 
Youngstown. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS | 
12”x18” GLASS SIZE 12x 16" 


WIDTH] 2-158 5-2" 42% | 
HEIGHT|2-LTS}  3- LIGATS 4-LIGATS | 


*32 |*32160 *42 | 42140 | 
B71 S id 
3 | 


10 
* 33 


36 | 36161 
8.25 | 11.80 
29 29 


VERTICAL MULLIONS 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
esi GLASS SIZE AZ X10" 


) 5-254" 6-3 % |W 
£4. eye at -LIGATS 6- CT EIGRT 


42180 


8.65 
s I3 


"43181 
ae 


10.10 
20 


+4418) 


a 


40 
26 


4518) 


| ®TADICATES DEALER | $7 

| AND! WAREHOUSE mde: 
Pei STOCK TYRES 
pen 1OKS, ie SIZE 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 


14x20” GLASS SIZE 14x20” 
“55, 410% 
4-LIGHTS 


4.00 
13 


* 33 


12.90 
_38 


VERTICAL MULLIOAS 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
14x20” GLASS SIZE 14x20” 


WI! un 


uy 34 
6-LTS|H 


62180 


4-104, 6-0% 
4 LIGATS = LIGHTS 


4628/4 


472814 
AND WAREHOUSE 


STOCK TYPES. 
DIMENSIONS, GLASS SIZE 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 


ZONE “B” 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


All 4 and 6 light ventilators Project Out and all 2 and 3 
light ventilators Project In. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and putty are not included in window prices. 
For best results, use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allowance 
for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Automatic 


Spring Latch and Chain. List per vent.......sccscsceoees--- $2.50 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by 
weight factor shown on charts. 


SHIPMENTS: 


*Indicates types normally carried in stock by our ware- 
houses and by dealers. All other types are shipped from 
Youngstown. 


Note Especially: Use same dimensions for multiple unit 
openings and mullion spacing as given on page 11 for 
Horizontally Pivoted Windows. 

Nominal Glass sizes are same as shown on page 12. 


NESE a oe ene ERE DLE DS DES ee OG BN = 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 
12x18” GLASS SIZE 12x18” 


4-3% | 5-2% 
ALTS | 5-LIGATS 
ase ia (eee 


WAREHOUSE 


WIDTH|2-1%] 3-2 
HEIGAT|2-LTS| 3-LIGH 


9 
Z 


VERTICAL MULLIOAS 
0 LTS HIGH 


Oey 
nw? 
© 
age 
Oe s 
oni 
© 
OI: 
© 

: a 


= 


rex 
7 Mi as ee 
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COMMERCIAL PROJECTED 

| STEEL WINDOWS | 
14’’x20" GLASS SIZE 14x20” 

2-5% 3-8" 4-10%" 6-0%-" [WIDTH| 

2LTS| 3-LIGHTS | 4LIGHTS| 5-LIGHTS (HEIGHT! 


52160) IADICATESS 
3K DEALER AND 


WAREHOUSE | gy 
STOCK TYPES| 3-5 %e 


DIMENSIONS, 


ARRANGE MEAT 
12.45 lor Liguts op 


ka JADICATES 
VEATS 
OPENING IK 


5423602 


i 


19,70 | 14.00 | 20.20} 16.15 | 22.55 
25) Soy oom Ae ae 
55162 


LNT) 


6526.25. 
62 


17.15 | 23.30 | 19.85 
50/1/50) 762 
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STEEL DOORS AND FRAMES 
STOCK TYPES 


ZONE (By 


All Doors are viewed from the outside. 

Door dimensions, glass sizes and arrangement of lights 
_and plate panels must not be varied from types shown. 

- Guazinc ANGLES: Door lights are designed for INSIDE 
glazing with standard glazing angles. 

_ Harpware: Swing Door prices include Set A (lever 
latch) or Set B (cylinder lock) hardware. 

Slide Door prices include Set C (hasp and staple with 
‘track, hangers and trolleys—padlock can be used but not 
included.) Orders must state clearly the Handing and 
Swinging desired and should be marked Right or Left 
hand to Swing In or Out for Swing Doors and the direc- 
tion of Slide for Slide Doors, all as viewed from outside. 

PAINT: One dip coat of standard shop paint applied at 
factory. 

__ SHIPMENTS: *Indicates types normally carried in stock 
by our Warehouses and by Dealers. Types 38 and 68 are 
shipped from Youngstown only. 

Frames: Add for pressed steel door frames when re- 
quired, according to prices given on pages 86 and 87. 

See Drafting Room Standards for details. 


BLANK DOOR LEAVES 


(When Purchased Separately—without hardware, or pre- 
paration for same). 


| No. Door Size _ Price Wt. 
eS ee “aa 
37 3’-0 x 7'-0 | $20.60 110 
38 3'- 234" x 7'-9" 22.45 120 
48 3'-1034” x 7'-9" 25.60 137 
510 4'-103%4” x 99” 37.50 200 
ASTRAGALS 
(When Purchased Separately) 

Price Wt. 
—————————————————————————————————————————————————————————————ee———_ 
Astragal for 7’-0” Door $2.15 16 
Astragal for 7'-9” Door 2.45 18 

3.00 22 


Astragal for 9’-9” Door 
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STEEL DOORS—STOCK TYPES 
(Single Swing) 


RES 
re 


Ul | 


: E , 


% 37 


ae 28.45 
an 118 
poe | fi 
arn 78 78 


PRICE|33.45 
WING WeigHT) 145 


mee ag 


HE INDICATES DEALERS AAD WAREHOUSE STOCK TYPES - TYPE 38 AND 68 
SHIPPED FROM YOUNGSTOWN 
AARDWARE *& INDICATES LEVER ae cr 


INCLUDED ca) CYLINDE 
IN DOOR PRICE) C HASP ¢ SHALES WITH TRACK HANGERS ¢ TROLLEYS 
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STEEL DOORS—STOCK TYPES 
(Double Swing) 


[TYPE _[67A]67B|67C, 


SWING eur iae |PRICE| 


WEIGH 


T| 271 


68.25 


ee 64.25|70.05| 
SWIG WEIGHT] 249 | 250 

PRICE | 14. a in 75] 
RAME WEIGHT] & 


PRICE 84.95 
ue 


iy 


ill i 


* 88 


G PRICE) 74.55 80. sa 
Suntec 8 oe | 
ro 9333 

EIGHT) 99 99 

PRICE 95.85 
suoeyeen | Bae 


AUGUST 1927 


Ane [PRICE |16.10 
AME ieiakT! 97 


__lolor 


CE IOLOS: 
EIGHT 438 | 


RAME PRICE | 


| eee 
EIGHT 


PRICE 
SLIDE veiGi 


19.65 19.65) 
(18 | 
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STANDARD HARDWARE FOR 
STEEL DOORS—STOCK TYPES 


(When Purchased Separately) 


ZONE “B” 


Lever Latch Cylinder Lock Hasp and Staple 

Used in Set “A” Used in Set “B” Used in Set “C” 

SS 
Set Price Wt. 
BI- Ay 3S-A, ASeA Lee $ 7.85 8 
S7-B,) 38-Bye 48-Bie ee 19.55 9 
oY Ga Gir» a aie hanna Ae iia Nh arte moeta 22.05 44 
cf TE A Ges Manas te ee Maia AUREL ed 22.10 50 
SRM Es Withee Rita Me AMOS alco aR ales nia 9.50 9 

Dee Drie eee ee a 26.85 10 - 

Di OB ene tee ee ee 23.90 55 
G7 eA eeOSAA SO Ate ose 20.90 13 
67-B 568-5. S8-D en ee ne 26.70 14 
WS, CNRS ike AAR Cae aed SI las A 41.60 84 
G82G, aS hae Teer as oe a ie 41.65 96 
O03 Atte ns ee eee OE Ld 23.95 16 
POLO Bowes ae Nore sane eey os Stay 40.95 17, 
ROU 6S 8 eo OUR Fe SAR tg 44.60 106 


ee 
The number indicates type of door the hardware is to be applied 
‘on, i. e.: 37-C Set is hardware required for 37-C door. 


HARDWARE SETS 


Include screws, bolts and nuts for attaching. Hard- 
ware Sets “A” have wrought steel lever latch (padlock 
can be used but not included). Sets “B” have mortise 
cylinder lock with 3 keys. Sets “C” for slide doors have 
hasp and staple with track, hangers and trolleys (pad- 
lock can be used but not included), 
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ZONE $C" 
PRICES 


MIDDLE WEST 
STATES 


ZONE MAP 
ON PAGE 4 


SHIPPING INSTRUCTIONS 


Prices include freight from factory to our warehouses. 
Add for local freight, express or cartage on all re-ship- 
ments from warehouses, except on quantities sufficient to 
take freight allowed basis. See page 4. 
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STEEL BASEMENT WINDOWS 


2~ 95/g” 


340 


(Concrete Block Size) 


Basement Windows are made in four sizes as shown 
above and are built up around standard glass sizes. No 
cutting of glass is necessary. 


All windows are viewed from the outside. 

Window dimensions cannot be varied and the arrange- 
ment of lights must be as shown above. 

Ventilators are hinged at the top to swing in at the 
bottom. Hinges are pinless, hook type so arranged that 
sash may be easily removed from the inside for cleaning. 
The ventilator is shipped in the frame with hardware 
attached. 

Basement Windows. are glazed on the inside. 

No glass or putty included. For best results glaze win- 
dows with steel window putty. 

One dip coat of standard shop paint is sented at the 
factory. : 
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STEEL CASEMENT WINDOWS 
ZONE “C” 


Prices given for Casement Windows cover all necessary 
units to form combinations as illustrated including all 
standard horizontal and vertical mullions, standard adjust- 
able friction stays, malleable cam handles, bolts, wall 
anchors and glazing clips necessary to complete the com- 
binations. 

To price combinations other than shown, use unit price 
of any individual unit and multiply same by the number 
required for the combination and add for each accessory 
(except for standard vertical or horizontal mullions) 
as given on page 74. 

Muntin bars may be omitted in windows shipped from 
factory without extra charge when specified on the order. 
It is not practical to omit muntin bars from units which 
are carried in stock by our warehouses or by dealers. All 
such units should be ordered from Youngstown. 

Add extra for all special features required for Casement 
Windows as shown under Accessories, Hardware and 
Extras. 

See page 6 for details of construction. 


ONE LIGHT WIDE UNITS 


Si Adjustable friction stays cannot be fur- 
nished with one light wide units. 


Type CX 
Price $9.30 Type DX 
Area 3.5 Price $10.15 
Wt. 18 Area 4.5 
Wt. 22 
SEMI-CIRCULAR HEADS 
a3 Standard Semi-Circu- 2 
= lar heads are made to a 
aye match standard two = 
I-78 and four light wide 3-234" 
Type SC-1 units only. Special 
Price $5.85 curved or cambered Type SC-2 
Area 2 head units of other Price $11.10 
Wt. 6 ‘. ; se Area 6 
dimensions or radii Wt. 16 


must be priced by 
Home Office and will be furnished only in connection with 
large orders of standard casement units and additional 
time must be allowed for their manufacture. 


Sa 
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STEEL CASEMENT WINDOWS 
7) By 
VERTICAL i Sete OH BULLIOAS INCLUDED IN ALL COMBINATIONS 
pea “onTE 
ne Loar 4 ONITS 2 UNITS 


a 
3.20 


WEIGATS SHOWA ARE NET 
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STEEL CASEMENT WINDOWS 


LORE C: 


| ee € HORIZONTAL MULLIONS INCLUDED IM ALL COMDIAATIONS 


oS 
su unis 4-UNITS 


TYPE i 
O~117%6 
PRICE. 
AREA 
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STEEL CASEMENT WINDOWS 


VERTICAL ¢ HORIZONTAL MULLIONS INCLUDED IN ALL COMBINATIONS 
° ry) ‘ LY 
z 4-104 
# 5 UNITS 


AE2 | AEZIO AE3SZIIO 
BREE 
1.55) 17, 24. F 
19. Beece o : 
56 
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STEEL CASEMENT WINDOWS 


ZONE TC 


“VERTICAL € HORIZONTAL SOSA. INCLUDED IA XLL COMBIAATIONS 
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DOUBLE STEEL CASEMENTS 
(Without Mullion) 


' ZONE “Cc” 


3-1 ¢ HEIGHT —____| 


| 3. 234"wiprs —— 
PRICE $38.00 
AREA 13 
Weight 34 


Double Casement Units (without Vertical Mullions) 
are designed for use in connection with Standard Case- 
ment Units for installations requiring maximum unob- 
structed opening, such as exits to fire escapes. Standard 
hardware consists of bronze handles and rust-proof steel 
cremone bolt. Glass size 8”x11”. 


Only the above size Double Casement will be furnished. 


Double Casements are made up on order only by — 


Youngstown factory. Minimum Shipping Date, 4 weeks. 
See Drafting Room Standards for details. 
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STEEL CASEMENT WINDOW 
HARDWARE 


ZONE “C” 


Casement Window prices include the furnishing of 
standard adjustable friction stays and malleable cam han- 
dles for all units. Also malleable stay bars for hinged 
transom units when specified. 

Cleaning hinges will be furnished without additional 
charge when specifically called for. 


HARDWARE PRICES 
(When Purchased Separately) 


Malleable Cam Handle..............-.--cecscc-csee-e- List each—$ .50 

Bronze’ Cam Handle. List each— 1.75 

Adjustable Friction Stay.................-.-ss-csscsse List each— 1.75 

Malleable Flexostay -............-...-eccssssssseesese List each— 3.25 

BPO ZE vel POX OSCAY J ctrcccenctpcmpeteeestan=vcreceeat cat oncces List each— 5.25 

Malleable Stay Bar for Transom................ List each— .50 
EXTRAS 


These amounts must be added to Casement Window 
prices when the following items are required. Do not 
deduct for standard hardware. 


HARDWARE: 
Bronze Cam Handle (instead of Malleable). 
List each—$1.25 
Malleable Flexo-stay— 
(Adjustable friction stay omitted) ....List each— 1.50 
Bronze Flexo-stay— 
(Adjustable friction stay omitted) ~....List each— 3.50 


JAMB ANGLES, HEAD AND SUB-SILL 


MEMBERS: 

Complete Set for any Casement Combination 
Add to price of combination................ LAst tess. < 10% 
Add to weight of combination..............-.--2...::-:---- 20% 


When figured in large quantities or as separate items 
price same from list on page 74. 


COPPER WEATHERSTRIP—STD. SECTION: 
Material only, list=-per "lin, : ft.2722.-0 on .08 
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STEEL CASEMENT WINDOW 
ACCESSORIES 


ZONE 


bl Beds 


Items 


JAMB ANGLES: 
1 light high 
2 lights high —W.......each 
3 lights high 
4 lights high 
5 lights high —..................each 

Jamb Angles prices separately. 
2 required per opening. 


SUB-SILL: 
1 light wide ~~ ..-..each 
2 lights wide 
4 lights wide 
6 lights wide .......-..--..--.-0..---€ach 
8 lights wide -..-...--.--.--..-----.each 

Sub-Sill members are continuous. 


HORIZONTAL MULLION OR 
HEAD DRIP: 

light-wides 3 sa. each 
lights wide —........-......-......each 
lights wide ——~............each 
hi gts iwi de cone eee ssc each 
lights wide —.....-...............cach 
Horizontal Mullions are required 
to separate units which are 
placed one above the other. Head 
Drips and Horixontal Mullions 
are identical and provide weath- 
ering in either capacity. 


STANDARD VERTICAL 

MULLION: 
1 light high 
2 lights high 
3 lights high 
4 lights high 
5 lights high 


SPECIAL VERTICAL 
T MULLION: 
TAC—3 light high & 1 light transom 
TAD—4 light high & 1 light transom 
TAE—5 light high & 1 light transom 
TBC—3 light high & 2 light transom 
TBD—4 light high & 2 light transom 
TBE—5 light high & 2 light transom 
TCD—4 light high & 3, light transom 
TCE—5 light high & 3 light transom 
Special Vertical T Mullions are 
required for all units having 


CAPHH 


Peasy apne ent each 


ee Se each 


transoms when the width of 
opening exceeds 5 units wide. 
Add %"” to opening width for 
each T Mullion introduced. 


Page 74 


Length 


10-15/16” 
2’ 1- 1/16” 
, 0-34” 
3/11-11/16” 
4’-11” 


1’-1-1/16” 
1-736” 


10-15/16” 
2/-1-1/16” 
3-036" 
3’-11-11/16” 
4’-11% 


4’-2-1/16” 
57-134” 
6’-0-11/16” 
5’-4-3/16” 
6’-3 14” 
7’-2-13/16” 
7'-2-13/16” 
8’-2%4" 


Price 


ty 
Ne) 

Sas 

UsDuns 


CNINUdD NO 
ASSSHNUSS 
OH CONIAIAU 


Peek fed fh peek ped pk peek ed 
ee 
Man 
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STEEL CASEMENT DOORS 
ZONE “C” 


6-94" HEIGHT 


i 


ib 


re 
om 


PRICE $85.00 
AREA 22 
WEIGHT 130 


Casement Doors are made from the same sections, and 
of the same glass size as standard casement windows. 
This permits the use of casement windows in conjunction 
with casement doors as side lights and as rectangular or 
curved head transoms. Casement doors are appropriate 
for use as connecting doors for interior use or for exterior 
openings when locking from the interior only is desired. 
Keyed locks cannot be provided. Standard hardware con- 
sists of bronze handles and rust-proof steel cremone bolt. - 
Only the above size casement door will be furnished. 
Casement Doors are stocked by Youngstown Warehouse 
only. Glass size 8”x11”. 

Standard 4 light wide Casement Head Drip may be 
used over Casement Doors. Add ¥%” to door height and 
price from page 74. 


See Drafting Room Standards for details. 
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PRESSED STEEL LINTELS 
Stock Sizes 


ZONE “C” 


Length Price Weight 
26" $475 7.0. lbs. 
30” 90 8.3 Ibs. 
3'6” 1.05 9.7 lbs. 
4'0” 1.20 11.0 Ibs. 
Palak oe See 1.30 12.0 Ibs. 
5’0” 1.40 13.7 lbs. 
5'6” 1.60 15.0 lbs. 
NOTES 


Pressed Steel Lintels are suitable for masonry openings 
up to 4’-10” wide except where concentrated loads occur 
directly over the opening. 


Above prices are for single lintels. 


Lintels receive one dip coat of black paint at factory. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 


ZONE. Co 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


Ventilators are horizontally pivoted 2” above center. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and Putty are not included in window prices. 
For best results use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allow- 
ance for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Spring Latch 


hye Bek) MeN Ur garl pCa ot cf dit do & ook Moc aera en Me ee prr $1.25 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by weight 
factor shown on charts. 


SHIPMENTS: 


*Indicate types normally carried in stock by our ware- 
houses and by Dealers. All other types are shipped from 
Youngstown. 


ee UeUE UIE EE SIE NEED EEE EE 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
U2 187 GLASS SIZE 12”x18” 


WIDTH] 2-156 i308 4-256 
HEIGHT 2-LTS 3-LIGATS - 4-LIGATS 


25. 
36 | 36I6! 


|e 


ace 12.30 
29 


INO. LTS AIGH | LTS AIGH | PRICE | AREA | 

" ies Gxarmare 

fee ae 
aa 


Os 


Pog <o 295. 64 
3.45 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
12”x18” GLASS SIZE 12”x18” 


4- 2% 5-244 6-3% |W 
aLights |. s-Lights _|e-Lrojeiomy 


oP * IADICATES DEALER 
AND WAREHOUSE 
STOCK TYPES 
DIMEASIONS, GLASS SIZE]. 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
14x20” GLASS SIZE 14”x20” 


WIDTH | 2-53, 


ra Ree 4-104 
3-LIGHTS | 4-LIGHTS 


HEIGHT|2-LTS 
* 42 42140 


38 38 
VERTICAL MULLIONS 
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HORIZONTALLY 
PIVOTED STEEL WINDOWS 
14x20” GLASS SIZE 14x20” 


7-3%g |WIDTH 
6-LT.5 |HEIGAT 
TYPE 


Bi 8-103, - 6-0% 
Fl 4-LIGATS 5-LIGATS 


#42180 
| GY 
9.75 

17 


| 462814 


eB 


23.15 
50 


INDICATES DEALER 
AMD WAREHOUSE 
STOCK TYPEN. 

DIMEASIONS, GLASS SIZE 


STANDARD TYPES 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 


ZONE “C” 


All windows are viewed from the outside. 


Window dimensions, ventilator locations or glass sizes 
must not be varied from types shown. 


All 4 and 6 light ventilators Project Out and all 2 and 3 
light ventilators Project In. 


GLAZING: 


Windows are designed for INSIDE glazing with putty 
only. Glass and putty are not included in window prices. 
For best results, use steel window red putty. 


HARDWARE: 


Window prices include standard erection fittings, spring 
wire glazing clips and ventilator hardware. No allowance 
for omission of these items. Orders must state clearly 
type of hardware required. Add extra for Automatic 


Spring Latch and Chain. List per vent........---.-...cs0e---- $2.50 
PAINT: 

One dip coat of standard shop paint applied at factory. 
WEIGHTS: 


To secure weights of units, multiply list price by 
weight factor shown on charts. 


SHIPMENTS: 


*Indicates types normally carried in stock by our ware- 
houses and by dealers. All other types are shipped from 
Youngstown. 


Note Especially: Use same dimensions for multiple unit 
openings and mullion spacing as given on page 11 for 
Horizontally Pivoted Windows. 

Nominal Glass sizes are same as shown on page 12. 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 
12”x18” GLASS SIZE 120218" 


WIDTH|2-1% 3-2" 4-2%% 5-2%, 
RGROL 3-LIGHTS |4LTS | 5-LIGATS 


52160 We AADICATES 
6 DEALER AND 
WAREHOUSE 


53]6] |NOT BE VARIED 


IH AKY RESPE 
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COMMERCIAL PROJECTED 
STEEL WINDOWS 
14x20” GLASS SIZE 14x20” 


25% 3-8" | 4:10%"| 6-024 [WIDTH] 
CLIO\ 2 S-LIGHIO = -4RGhio t,o: LIGHTS HEIGHT 
32160 $2160 MIADICATES 
* DEALER AND 
WAREHOUSE 


STOCK TYPES| 3-5 ‘g 


ARRANGEMENT 
(2.80 jor LIGHTS or 


INDICATES 
VEATS 
OPENING IM 


20.60 | 29.55 
62 | 62 
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STEEL DOORS AND FRAMES 
STOCK TYPES 


ZONE “C” 


All Doors are viewed from the outside. 

Door dimensions, glass sizes and arrangement of lights 
and plate panels must not be varied from types shown. 

GLAZING ANGLES: Door lights are designed for INSIDE 
glazing with standard glazing angles. 

HarpwareE: Swing Door prices include Set A (lever 
latch) or Set B (cylinder lock) hardware. 

Slide Door prices include Set C (hasp and staple with 
track, hangers and trolleys—padlock can be used but not 
included.) Orders must state clearly the Handing and 
Swinging desired and should be marked Right or Left 
hand to Swing In or Out for Swing Doors and the direc- 
tion of Slide for Slide Doors, all as viewed from outside. 

PAINT: One dip coat of standard shop paint applied at 
factory. 

SHIPMENTS: “Indicates types normally carried in stock 
by our Warehouses and by Dealers. Types 38 and 68 are 
shipped from Youngstown only. 

FraMeEs: Add for pressed steel door frames when re- 
quired, according to prices given on pages 86 and 87. 

See Drafting Room Standards for details. 


BLANK DOOR LEAVES 


(When Purchased Separately—without hardware, or pre- 
paration for same). 


No. Door Size Price Wt. 
37 3’-0” x 7-0” | $21.15 110 
38 3’- 234” x 7'-9" 23.10 120 
48 3’-1034” x 7-9” 26.35 137 
510 4'-1034" x 99” 38.50 200 
ASTRAGALS 
(When Purchased Separately) 

Price Wt. 
———————_——————————————=———LLL——=—=S==S=S==—_Sa—_—_— 
Astragal for 7’-0” Door $2.25 16 
Astragal for 7-9” Door 2.55 18 

3.70 Ze 


Astragal for 9’-9” Door 
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STEEL DOORS—STOCK TYPES 
(Single Swing) 


Z OTE: 


| TYPE _|38A|56D|56C | 


swing PEE 2019 aaa SWING) PRICE] 31.10/42.75 

118 | 19 GiveiaiT! 128 | 129 

wanilt 13.40 | 13.40 PRICE. 114.75 [14.75 
TREMOR, 78 [ae] _| FMC 8¢ [36 |__| 
suchen | [ee 


| TYPE [510A [5I0D/51I0C 


if rn , 
SWING 
FRAME PRICE | 17, ae 
ee | ae pate 


HE INDICATES DEALERS AND eee gale TYPES - TYPE 38 AAD 68 
SHIPPED FROM YOUNGSTOWN. 


HARDWARE ) # INDICATES LEVER LATCA SET 
INCLUDED D YLINDER LOCK 
IN DOOR PRICE) C — ® BASE 4 STAPLE WITH TRACK,HANGERS § TROLLEY. 
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STEEL DOORS—STOCK TYPES 
(Double Swing) 


ok ee 


TYPE [67A 

SHilig PRICE 65.55 eatin 
HEIGHT] 249 | 250 
PRICE|15.25 [15.25 

FRAME wright} 89 ae 
PRICE 


__ TYPE _88A |58 |88C | 
82,05 
306 


PRICE 
oe WEIGHT 
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STANDARD HARDWARE FOR 


STEEL DOORS—STOCK TYPES 
(When Purchased Separately) 


ZONE “C” 


Lever Latch linder kc 
Used in Set “A” Unt in Set B” Uae ine meee 

Set Price Wt. 
37-A, 38-A, 48-A............ccc-nceccccccenceeeee $ 8.00 8 
37-B, 38-B, 48-B............--.-----.--0---- 19.65 9 
Ya, ORE a aoe as ripe BOK fe UY hn ty 22.45 44, 
38-0 548-C i os ee ee 22.50 50 
S10 Ae cet eee eee 9.60 9 
510-3 oc ese Sues ee eee 26.95 10 
510 -Ces ee  eaeea 24.20 55 
67 WA, - 68-A) 885A 5 oo ee 21.00 13 
67-6, 68-B,!88eBi eee 26.80 14 
67 = Cs oe ee ee 42.05 84 
68-C,* S850 ccs eee eat eae 42.10 96 
1010- Ac ee eee es ai 0405 16 
1OT0=B see ee ee 41.05 17 


1010>Ga ie ee ee ee ee 45.20 106 


The number indicates type of door the hardware is to be applied 
on, i. e.: 37-C Set is hardware required for 37-C door. 


HARDWARE SETS 


Include screws, bolts and nuts for attaching. Hard- 
ware Sets “A” have wrought steel lever latch (padlock 
can be used but not included). Sets “B” have mortise 
cylinder lock with 3 keys. Sets “C” for slide doors have 
hasp and staple with track, hangers and trolleys (pad- 
lock can be used but not included). 
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